Instruction E4OD 4R1oo
Data Sheet mnr NUMBER 36424-04K

Line-to-Lube Pressur ulator Valve

36424-04K #
1 Pressure Regulator Valve € Pump Body APP
Note: U.S. Patent No. 6,826,908

[ ]

Also Available:

36424-01K O-Ring Style

Line-to-Lube Pressure
Regulator Valve
36424-04K

36424-03K Factory Style °
Each kit includes the following ‘ sgBoost Sleeve & Valve Kits
Boost Valve & Sleeve Kit Also Available:

36424-01K O-Ring Style
36424-03K Factory Style
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Instructions

Note: This is a drop-in replacement part, requiring no reaming or bore sizing.

1. If a line-to-lube orifice has been drilled into the pump casting wall, it must be plugged (refer to photo).
2. Remove OEM retainer, boost valve and sleeve, springs and spring retainer and PR valve.

3. Place spring retainer on PR stem and install PR valve.

4. Reinstall springs and original, or new boost sleeve and valve, 36426-01K, and retainer.

Plug line-to-lube
hole if present

m 36424-04K Rev:-, 36424-04K(rb)11-11-05

TIME TESTED » INDUSTRY TAUSTED ™ ©2005 800-843-2600 * 802-463-9722  F: 802-463-4059 ¢ www.sonnax.com ¢ info@sonnax.com 1



