
36744-01
1 Overdrive Piston Return Spring

Retaining Ring

I n s t r u c t i o n
D a t a  S h e e t E4OD 4R100 (‘89 & UP)

PART NUMBER 36744-01 

36744-01 Rev:-,  36744-01(rb)05-23-06
©2005 800-843-2600 • 802-463-9722 • F: 802-463-4059 • www.sonnax.com • info@sonnax.com 1

Overdrive Piston Return Spring Retaining Ring

Return Spring

Intermediate
Overdrive Cylinder

The Sonnax Sure Lock™ feature
locks the snap ring in the groove.

Locking Tabs

Overdrive Piston
Return Spring
Retaining Ring

Installation Instructions
1. Using a spring compressor, compress the overdrive return spring.

2. Remove and discard the OEM return spring retaining ring. 

3. Install one end of the Sonnax Sure Lock™ ring into the retaining ring groove. It is NOT recommended to use a screwdriver to install,
force or pry the spiral snap ring into place.

4. With the ring end fully installed in the groove, work the ring into the groove one wrap at a time (see Figure 1).

5. After the ring is fully installed, make sure that the locking tabs are engaged with the cut-outs in the retaining ring as shown. It may
be necessary to bend the locking tabs up to get a secure lock (see Figure 2). Do not bend the cut-out ends.

The Sonnax Sure Lock™ feature locks the snap
ring in the groove.

Cut-out

Locking Tabs

Be sure that snap ring is installed correctly. 
Failure to install correctly may result in unit failure.
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