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I n s t r u c t i o n
D a t a  S h e e t A340-E

PART NUMBER 97855-23K

Boost Valve and Sleeve Kit

Instructions:
1. NOTE: The original boost sleeve design has four quad-

rants on its outboard end. The surfaces are stepped to cre-
ate four different height options. Take note of which sur-
face is used by the retaining pin to correctly index and
locate the sleeve (see photo).

2. Remove the OEM retaining pin, sleeve, valve and spring.

3. Verify OEM boost valve size, making sure it matches
97855-23K. The large diameter is .567" and the smaller
diameter is .524". This ratio also has an identification
groove on the valve stem. 

4. Inspect the valve body bore for any debris and clean if
necessary.

5. Determine which slot on the Sonnax boost sleeve will
match the original locating surface as noted earlier. Sleeves
can be stood up side-by-side on a flat surface and rotated
until the original sleeve locating surface and the replace-
ment sleeve slot heights line up.

6. Install the OEM spring and boost valve and the Sonnax
replacement boost sleeve into the valve body. Index the
sleeve so the selected slot is properly positioned and install the retaining pin.

OEM boost sleeveSonnax boost sleeve

Height

Select the slot that matches the
height of the land noted in Step 1.

Note: The depth of the boost sleeve's position in the bore is established by the retainer resting against either a land (on the OEM sleeve) or a
slot (on the Sonnax sleeve). Changing the sleeve's position in the bore will have the following effects:

Tall OEM land or shallow Sonnax slot = Higher pressure

Short OEM land or deep Sonnax slot = Lower pressure

Spring

Ø.566"
(14.38mm)

Ø.523"
13.28mm)

Boost Sleeve

Boost Valve

The application listed above
is meant as a guide only.

Be sure to measure original
valve and compare

dimensions before purchasing.
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